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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 



IS 10045 (1981): Punch, Lacrymal Bone, Beyer's Pattern [MHD 
5: Ophthalmic Instruments and Appliances] 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 
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AMENDMENT NO. 1 OCTOBER 1992 

TO 

IS 10045 : 1981 SPECIFICATION FOR PUNCH, 

LACRYMAL BONE, BEYER'S PATTERN 

(Page 1, clause 6.1 ) — Substitute 'IS 7531 : 1990 Surgical instrumei 
Corrosion resistance of stainless steel surgical instruments — Methods of 
for 'IS 7531 : 1975 Method for boiling and autoclaving test for con 
resistance of stainless steel surgical instruments'. 



(MHD5) 



Reprography Unit, BIS, New Delhi, 



REAFFIRMED 



ODC .615'472'3 ; 61671-089-84.3-72 



IS: 10045 -1981 
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Indian Standard "l^jp^ *>??'' 

SPECIFICATION FOR "*&-AtM&*£0 ify? 
PUNCH, LACRYMAL BONE, BEYER'S PATTERN 



1. Scope — Covers dimensional and other requirements for Beyer's pattern Ia v crymal bone punches. 

2. Shape and Dimensions — As shown in Fig. 1. 





ENLARGED 
SECTION XX 




ENLARGED 
SECTION YY 

All dimensions in millimetres. 
FIG. 1 PUNCH, LACRYMAL BONE, BEYER'S PATTERN 

3. Material — Stainless steel conforming to Designation 30 Cr 13 of IS: 6603-1972 'Specification 
for stainless steel bars and flats'. 

3.1 The screw shall be made of the same material as punch. 

4. Workmanship and Finish — The forceps shall be free from burr?, pits, cracks and other 
surface defects. The edges shall be even and rounded. The- joints shall work smoothly without 
undue shake or play, the punch shall be passivated and the handle shall have matt finish. 

5. Heat Treatment 

of 400 to 460 HV. 



■The instrument shall be uniformly hardened and tempered to give a hardness 



6. Tests 

6.1 Corrosion Res/ stance Test — The forceps shall be tested In accordance with IS : 7531-1975 
'Method for boiling and autoclaving test for corrosion resistance of stainless steel surgical 
instruments'. The forceps shall show no sign of corrosion after the test. 

6.2 Performance Test — The forceps shall be made to punch curried leather of 1 mm thickness by 
pressing the arms with moderate force. The forceps shall make a clean and neat punch without 
damage to its punching tips. The punch shall function in the normal manner after the test. 

7. Marking — Each forcep shall be legibly and indelibly marked with the manufacturer's name, 
initials or recognized trade-mark. 

7.1 ISI Certification Marking — Details available with the Indian Standards Institution. 

8. Packing — As agreed to between the purchaser and the supplier. 
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